### CAZ TOOLS SERIES

<table>
<thead>
<tr>
<th>Style</th>
<th>Specification</th>
<th>Application</th>
</tr>
</thead>
<tbody>
<tr>
<td>Flexible shaft:</td>
<td>L7-1/2&quot;, 11&quot;, 14 1/2&quot; per 2pcs</td>
<td>Handle packing maintenance</td>
</tr>
<tr>
<td>Solid shaft:</td>
<td>L10&quot; with dia. 3.5mm, 5.0mm, 8.0mm per 1 pc</td>
<td></td>
</tr>
<tr>
<td>Corkscrew:</td>
<td>S/M/L per 3pcs</td>
<td></td>
</tr>
<tr>
<td>Woodscrew:</td>
<td>S/M/L per 3pcs</td>
<td></td>
</tr>
<tr>
<td>Wrench:</td>
<td>1pc</td>
<td></td>
</tr>
<tr>
<td>Rustproof box:</td>
<td>1pc</td>
<td></td>
</tr>
<tr>
<td>Packing Knife:</td>
<td>on request</td>
<td></td>
</tr>
</tbody>
</table>

#### Packing Tool

Style: 800 PT

- High quantity stainless steel + Peach wood handle
- Can be order together with packing tool

Cut packing

#### Style: AT PK

- 1" max. packing size – 4" max. shaft size.
- 1" max. packing size – 10" max. shaft size.

Guillotine Packing Ring Cutter
Professional results every time.

#### Packing Ring Cutter

Style: 800 PC

Since it requires no electricity, this injection gun can be used anywhere to replenish sealant easily and conveniently.

No downtime is required since the repacking can be down while equipment is still on-line.

The injection gun utilizes a button-head or flow-through fitting which is permanently installed on the pump or valve stuffing box.

#### Injection Gun

Style: 800 IG

- With double knives
- Max. outer dia. 750mm

Cut non-metallic gasket
Finish Inner and outer dia. In same time

#### Gasket Cutter

Style: 800 GC